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Intuitive. Purpose-built. Powerful.
A-dec Fortis+ is designed for the way dental teams work.

Sterilisation plays a critical role in the flow 
of your practice. The A dec Fortis+ steriliser 
and ultrasonic cleaner line support this 
important process with a smarter, more 
streamlined approach to consistency and 
compliance. 

Designed around the way dental teams 
work, the products are built to smoothly 
integrate into your workflow combining 
intuitive controls and built‑in guidance that 
help instruments move more reliably from 
one step to the next, setting the pace for 
efficiency. 
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LED lights show sterilisation 
cycle status at a glance: 

	 Blue - running 
	 Green - sterile
	 Red - non-sterile
	 Orange - sterile/not dry
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A‑dec Fortis+ Class B Steriliser
Sterilisation shouldn’t slow you down.  
It should set you up. 
The sleek A‑dec Fortis+ steriliser merges high-performance engineering with 
intelligent digital tools to deliver consistent, repeatable results. A bright 7" 
touchscreen with customisable favourites offers quick access to cycles and tests, 
streamlining daily processes while maintaining adherence to rigorous standards.

Engineered to work quietly and efficiently in the background, Fortis+ supports a 
steady, predictable pace—cycle after cycle, day after day. 

Maintenance, simplified.
When maintenance work is required, a notification appears. Built‑in video tutorials 
guide routine maintenance tasks, which can reduce downtime and keep the 
steriliser performing as expected.

Instant Visibility
•	 Large backlit LED touchscreen offers clear 

visibility and 90-degree viewing angle. 
•	 Familiar interface aligns with A-dec Pro screens 

for easy adoption.
•	 Core functions are accessible in a few taps.
•	 Cycle favourites and progress are visible 

directly from the home screen. 

Setup That Adapts to Your Workflow  
•	 Advanced scheduling supports repeatable 

cycles across B, N, S, and fast cycles.
•	 Small loads dry up to 30% faster than large 

loads. 
•	 Quick startup streamlines cycles and tests. 
•	 Adjustable drying time, label type, and quantity.

Maintenance You Can Handle 
In-House 
•	 On-screen video tutorials guide routine 

maintenance step by step.
•	 Front-access components simplify water 

drainage and filter replacement.
•	 Doors, gaskets, and safety pin access are 

designed for easy adjustment and service.   

Chamber filter 
cleaning

Changing air 
filters

Tank cleaning

Bacteria filter 
replacement

Door 
adjustment

Door gasket 
replacement

Safety pin release

Printer installation

Clarity, flexibility, and simplicity 
make every step intuitive. 
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State‑of‑the‑art vacuum pump 
and drying system support reliable 
performance with quiet operation.

Front-access design places 
drain, adjustments, and printer 
compartment (USB port and Wi-Fi) 
within easy reach.

Automated cycle validation and 
detailed data traceability support 
compliance requirements.

Precision temperature and 
pressure control help maintain 
consistent, repeatable processing.

Integrated technology reduces 
steps from setup and operation to 
documentation. 



6

External Printer - 
Adhesive Labels
Prints large quantities of 
adhesive labels, including 
barcodes.

Internal Printer - 
Adhesive Labels
Securely labels loads and 
prints barcodes if needed.

Internal Printer - 
Thermal Paper
Accesses paper-based 
cycle recording, for 
keeping records.

Streamline audits with digital traceability and clear compliance reporting.
Fortis+ enables complete, connected sterilisation data management and couples it with the best digital and paper-based 
traceability systems:

•	 Save data on USB and transfer to a PC via Ethernet connection or Wi-Fi.
•	 Digital load validation and release function ensures conformity.
•	 Search cycle archives from menu and print PDF summaries for at-a-glance cycle reporting.

Three optional printers support workflow and label preferences.
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A‑dec Fortis+ Ultrasonic Cleaner
Achieve consistent cleaning across every surface. 
Every time. 
An essential step in the sterilisation process, the Fortis+ ultrasonic cleaner 
delivers powerful, even cleaning to every crevice. Multi-phase cleaning logic guides 
instruments through degas, boost, normal and sweep phases for deep, even 
ultrasonic action that effectively removes residue. 

Six preset cycles tailored to common instrument types, plus 
intuitive LED indicators, guide your team through each stage 
helping ensure instruments are properly prepared for 
sterilisation, every time. 

FPO
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•	 Customise cycles by temperature and time.
•	 Six preset cycles are tailored to common 

instrument types.  
•	 Intuitive, user-friendly interface. 
•	 LED-backlit display offers visual status 

indicators.
•	 Stainless steel tank (AISI 304L) withstands 

high-temperature, high-pressure cycles.
•	 Five-phase preset cycles deliver uniform 

cleaning.
•	 Practical side handles and rear drain tap make 

moving and emptying easy.  
•	 Durable non-drip cover and perforated 

stainless-steel basket.

Hard on debris;  
easy on your schedule.



10

A‑dec Fortis+ Water Demineralisation System

Consistent water quality, built in.
The Fortis+ water demineralisation system delivers 
high-quality water directly from your local supply. The 
system continuously reduces calcium ions helping protect 
internal components and supporting long-term steriliser 
performance. And, one easy‑to‑replace filter supports 
multiple units and installs in seconds, minimising downtime. 
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Specifications
A-dec Fortis+ Steriliser

Chamber capacity 24 L 18 L (UK only)
Overall dimensions 46 x 45.5 x 61 cm (wxhxd) 
Minimum depth of the support surface 50 cm 
Minimum width of the support surface 46 cm 
Minimum space above the tank 30 cm 
Weight (empty machine with tray holder and tray) 50.5 kg 47.5kg
Weight per support area (full tank and chamber 
with maximum load) 

50.5 kg + 14.5 kg = 65 kg 
Load on each foot: 16.2 kg

47.5 kg + 13 Kg = 60.5 g 
Load on each foot: 15.1 kg

Power supply 230 V 50/60 Hz 
Absorption 2300 W 10 A 
Average water consumption per cycle 0.3 L 
Tank capacity (clean water/used water) 4 / 4 litres 
Noise 50 dB 
Accessories included Standard tray holder and 5 trays, drainage pipes, sponge, tray extraction handle, door adjustment handle, funnel 

A-dec Fortis+ Ultrasonic Cleaner

Capacity 3.8 L
Overall dimensions 33.5 x 26 x 20.5 cm (wxhxd) 
Weight 5 Kg (with basket and cover)
Power supply 230 V 50/60 Hz 
Power consumption 300 W
Pre-set cycles Instruments: 20 min at 40°C; Burs: 10 min at 40°C; Impression trays: 40 min at 60°C 

Cement removal: 10 min at 30°C; Plaster removal: 30 min at 60°C; Prostheses: 40 min at 60°C

A-dec Fortis+ Water Filter

Dimensions 18.5 x 55 cm (Øxh)
Weight 7.7 kg (empty)
Supply pressure Min 2 / max 8.6 bar
Inlet water temperature Min 4°C / max 30°C
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A-dec Headquarters

2601 Crestview Drive 
Newberg, Oregon 97132 USA

P: 1.800.547.1883 within USA/CAN

P: +1.503.538.7478 outside USA/CAN

a-dec.com

Other Locations

A-dec Nashville Experience Center
A-dec Australia

A-dec United Kingdom


